KING AIR 200 ENGINE FAILURE AT V1  ESIEGcoctn

1,000 FT AGL

1. COMPLETE ENGIME FAILURE -
CHECHELIST CLEAN-UP ITEMS \

2 LAND AS SOON AS PRACTICAL

CLIMB
Va2

1. vyse (BLUE LINE) |~
2. FLAPE — UP
1. CHECK MAX POWER
2. AIRSPEED AT W2 (1) -
3. VERIFY PROP FEATHERED

TAKEOFF Ej

1. RUTATE AT v, TO — 4_//___7 ﬁ
[
—

APPROX 7' NOSE UP - #':f_:—:?

2. ESTABLISH FPOSITIVE

RATE OF CLIME

2. LANDING GEAR — UF ENGINE LOSS

1. MAINTAIM RWY HEADING (2)

BEFORE TAKEOFF

1. FOLLOW MORMAL TAKEOFF
PROCEDURES UNTIL AT OR
ABOVE Wy

(1) DO NOT RETARD FAILED EMGINE POWER LEVER UNTIL THE AUTOFEATHER SYSTEM HAS COMPLETELY STOPPED PROPELLER ROTATION.

{2117 MAY BE NECESSARY TO BANK AS MUCH AS 5°INTO THE GOOD ENGINE TO MAINTAIN RUMNWAYHEADING.
ITWILL TAKE ALMOST FULL RUDDEROM THE SIDE OF THE GOOD ENGIMNE TO KEEPTHE BALL SLIGHTLY OFF CENTER.




